
Parquet Floor Oil „Special“ 2059 
Solvent Free - Interior Use on wood, cork, plywood and other 
absorbent materials

For a natural floor surface to lie on!
-  Low emission for a healthy indoor environment
-  Open pored surface allows your floor to breathe
-  Warm and inviting effect to luxuriate on
-  97% renewable and natural mineral materials
-  Repels dirt and water
-  Resists sweat and saliva
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Parquet Floor Oil „Special“ 
solvent-free
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• Certified by NaturePlus for healthy room environments

• German Institute for Building Technology registered and  
NaturePlus® certified

Oil
 from Nature ...

SOLVENT
FREE

PRODUCT

Parquet Floor Oil „Special“

The solvent free BIOFA Parquet Oil Special was developed by engineers, who love to lie on the floor. 
The natural ingredients are combined to create a durable surface for bare- or shoed feet. Regardless 
of how your boards were installed, they become warm and inviting. The natural patterns in the wood 
grain are enhanced and the floor looks alive!

BIOFA Parquet Oil Special is perfect for wood, cork, plywood and other absorbent materials.

B
U

ILD
ING AND HOUSIN

G
 e

.V
.

SU S TA I N A B LE 

NaturePlus® is a registered 
trademark of natureplus e.V.



BIOFA Naturprodukte W. Hahn GmbH
Dobelstr. 22 w D-73087 Bad Boll
T: +49 7164 / 9405 0 w F: +49 7164 / 9405 96
info@biofa.de w www.biofa-de.com

Your local retailer:

Parquet Floor Oil „Special“

Easy to Use 
on wood, cork, plywood and other absorbent surfaces:

1. Prepare your wood
2. Apply Parquet Oil Special
3. Grab a cup of coffee or tea
4. Wipe off excess
5. Polish with a green pad
6. Polish with a white pad
7. Repeat (careful on the caffeine intake, though)

Can also be used to revitalize tired and worn parquet floors.
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